







Low-Cycle Fatigue Machine for Biaxial 
Cyclic Loading Tests 
Yoichi Obataya ， Shinobu Kohno 
(Received Dec. 15， 1976) 
A fatigue machine was designed for low-cycle fatigue tests 
under biaxial cyclic loading. This fatigue rnachine equipped 
with two electro hydraulic servo valves， with which biaxial 
stresses or strains could be irnposed cyclically on thin-walled 
tubular specimen by tension-compression and torsion， was 
tested for its dynamical characteristics with various rneans. 
From the results in those tests and in some fatigue tests， 
it was shown that this fatigue machine was satisfactory in its 
capacity and characteristics to perform tne low-cycle fatigue 
tests under biaxial cyclic loading. Furthermore， it was 
clarified that七heplastic buckling strength as well as the 
fatigue strength in materials should be considered as the low-






1)，2) いては両振り定ひずみ試験結果に対する M出18∞-Coffin の関係式 をはじめとして，平均ひ































① ①戸A ①①①① ①① ② 
test piece 6. ball spline 
2. axiol cylinder 7. thrust bearing 
A-A 崎A 3. torque unit 8. radial b回 ring



















とっているので， 肩問距離と平行部長さ とに大 き
な差があ る。したがって 9 平行部の軸方向ひずみ
およびね じれ角をお互いに干渉せずに測定す るた
め〉欠の ような方j去を とった O
( a )両肩問(長 さ L0 )の伸び(d L 0 )および
ねじれ角 (A ⑪) を測定
( b )一方の曲率部 (軸方向長さ い)のみの軸 |
方向伸び (lllR)およびね じれ角(企9R)
を測定







l1Lo = aLo -2.al R
a9 =A9 -2a9R 
として評価する。
30 1 肩問の変位測定










30 1 •2 ねじれ角変位































( a ) 大きい場合(S T L ) 
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トに対する限界繰返 し速度を示 している。 なお，
内の数値は供給油圧140 kg/cm2 の場
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50 1荷重制御疲れ試験 15 




であり，いずれも繰返し相当応力がほぼ等 しくな 5 
る両振り定荷重繰返し条件下でおこなったもので 百

























Number of cycles N 
図13 荷重制御試験下でのサイクリック
クリープ挙動
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